
2,55’’

Driver
24v

24v

24v 100w

40w

60w

Installation note: please note LED driver is 
remote installation

IP50

ARCHETTO
Twist  
design Gianfranco Marabese 2015
Profile of continuous light generated by an extrusion of 
silicone housing a LED strip.
Archetto Twist allows to realize curved or straight lines 
applied to the surface or recessed.
Maximum length of the profile: 196.85’’ /cutting to 
measure every 1.96’’
LED strip white 3000/4000°K, 500Lm C.A per meter for 
each one
Power 9.6W each Meter/24V/120 led per meter
A meter (mt) is 39.37’’

Montaggio/Mounting

Applications

1  2  3  4  

It’s possible to cut Archetto Twist every 1.98’’   Fix the support on the surface  Inserire profilo luminoso sul supporto con leggera pressione/   
Insert the lighting side into the support with a light pressure  

Sigillare le estremità con silicone speciale/   
Seal the ends with a special silicone glue 

Bend Archetto Twist keeping it adherent to the surface  WARNING: do not bend Archetto Twist over the wrong direction  

YES NO Applicazione ad incasso/Inlay application 

Inserire la parte luminosa in un taglio di larghezza max 2,55’’/   
Insert the lighting side in a cut 2,55’’ of width 

PARTICOLARE/PARTICULAR

Lighting side

Support

0.94’’

0.39’’

0.59’’  

*

*  IP65With special silicone to the ends

0.70’’

IP67

IP67

IP67
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2.55’’  

ARCHETTO
Twist  
Profilo di luce continua generata da un’estrusione in 
silicone al cui interno alloggia una strip LED. 
Archetto Twist consente di realizzare linee curve o 
rette applicate in superficie o ad incasso.
Lunghezza massima profilo: 500 cm /taglio a misura 
ogni 5 cm 
Strip LED bianco 3000/4000°K 500Lm C.A. al metro 
per entrambi.
Potenza 9.6W metro/24V/120 led per metro

design Gianfranco Marabese 2015

Driver
24v

24v

24v 100w

40w

60w

Installation note: please note LED driver is
remote installation

Profile of continuous light generated by an extrusion of 
silicone housing a LED strip.
Archetto Twist allows to realize curved or straight lines 
applied to the surface or recessed.
Maximum length of the profile: 196,85’’ /cutting to 
measure every 1,96’’
LED strip white 3000/4000°K, 500Lm C.A per meter for 
each one
Power 9.6W each Meter/24V/120 led per meter
A meter (mt) is 39,37’’

IP50

Montaggio/Mounting

Applicazioni/Applications

1  2  3  4  

E’ possibile tagliare Archetto Twist ogni 1,98’’/   
It’s possible to cut Archetto Twist every 1,98’’   

Fissare il supporto alla superfice/   
Fix the support on the surface  

Insert the lighting side into the support with a light pressure  Seal the ends with a special silicone glue 

Piegare Archetto Twist tenendolo aderente alla superficie/ 
Bend Archetto Twist keeping it adherent to the surface  

ATTENZIONE: non piegare Archetto Twist nel verso sbagliato/   
WARNING: do not bend Archetto Twist over the wrong direction  

YES NO Inlay application 

Insert the lighting side in a cut 2.55’’ of width 

PARTICULAR

Parte luminosa/Lighting side

Supporto/Support

0,94’’

0,39’’

0,59’’

*  

* IP65With special silicone to the ends

0,70’’

IP67

IP67

IP67
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40w24v

60w

IP67

24vIP67

24v 100wIP67

Drivers

WhiteIP66

White DimmerIP66

RGB ControllerIP66

Kit single lamp max 60W power (max 6mt white - max 3mt RGB)

ARCHETTO
Custom  

Archetto Custom allows to obtain lines of light with 
extensions dimensional variables up to 5 meters: 
tailoring solutions particularly appropriate in 
emphasis and lighting,  facades, windows, light paths 
and installations.
Power: 24v 
White led: 4000°k, 120 led/mt, 500Lm/mt,10w/mt
RGB: 120 led/mt, 20w/mt 
Control’s system: radio / infrared / DMX. 
From 39,37’’ you can ask multiple of 1,96’’. The pieces 
are provided with suitable power cord  100 cm long 
neoprene. IP67 Waterproof. 
Minimum length 39,37’’ – max 196,85’’
A meter (mt) is 39,37’’

Archetto Custom consente di ottenere soluzioni 
sartoriali di luce: linee di lunghezza variabile fino a 5 
metri, particolarmente appropriate nella 
sottolineatura  e nell’illuminazione, mai invasiva, 
di facciate, vetrine, percorsi di luce, installazioni.
Alimentazione: 24v.
Led bianco: 3000/4000°k, 120 led/mt, 500Lm/mt, 
10W mt.
RGB: 120 led/mt, 20w/mt.
Sistemi di controllo: radio / infrarossi / DMX. 
A partire da 100 cm si possono richiedere multipli di 
5cm. I pezzi sono forniti a misura con cavo di 
alimentazione lungo 100cm in neoprene. Isola-
mento/protezione all’acqua IP67.
L min. 100cm - max. 500 cm

design Theo Sogni 2012

Archetto è un modello depositato
Archetto is a trademark

Curva fotometrica
Photometric curve

IP67

wall support

LED strip

LED strip

0.78’’

0.98’’

Yes
Minimum radius / 11.81’’

No

Crack!
Crack! Crack!

Crack!
Crack!

Shader

1.97’’ 1.97’’

1.97’’

Product Note:
White LED strip comes in 6 meters (237’’ max)
RGB LED strip comes in 3 meters (118’’ max)

Installation Note: please note LED Driver is
remote installation
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